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NOTES:

ALL RESISTOR VALUES ARE IN OHMS ( ), 1/4W, 5%,
UNLESS OTHERWISE SPECIFIED.

ALL CAPACITOR VALUES ARE IN MICROFARADS ( ,
UNLESS OTHERWISE SPECIFIED.

BYPASS CAPACITORS FOR ALL INTEGRATED
CIRCUITS (ICs).

REMOVE W6 TO EMULATE SPI N 520-5077-00 SOUND
BOARD.

W6 JUMPER MUST BE INSTALLED FOR GAMES USING
8MB ROM(S) AT LOCATIONS U17, U21, U36 AND/OR U37.
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Fonts used in this Schematic: Arial (Arial.ttf) for normal text, Symbol Proportional BT (Symbpron.ttf) for
Micro ( ) and Ohm [Omega] ( ) & Wingdings 2 (Windng2.ttf) for Special Symbols or Check Boxes.� �
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The above circuit(s) continue at the address shown (#-XY).
# = Sheet Number (1-5), X = Column Grid , Y = Row Grid
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CPU/Sound Board Theory of Operat ion

CPU Section:
The CPU is a 68B09E (U209) with up to 8 MBytes of CPU Code Space (U210).  The CPU code is bank selected

by the use of U211 and each bank consists of 16 KBytes.  8 KBytes of RAM (U212) is available to the CPU (Note:
Sharkey’s Shootout Pinball used 32KB RAM at U212). The RAM is battery backed and has a write protected area.
Battery back up is accomplished by 3-AA Cells which have a TEST POINT VB to check the battery voltage status.
The write protected area consists of 512 Bytes used for storing game settings.  This section of RAM can only be
written to when the coin door is open.  The Coin Door switch comes into the CPU on CN6-12 and is fed into the
address decoding PAL U213.  When this memory protect signal is low writes to the protected RAM area are
prohibited. Address decoding for the system is accomplished by one PAL U213 and one 1-of-8 decoder U214. 

A watchdog is used to monitor the CPU and the 5v supply.  If the 5v supply is below 4.75 the watchdog will hold
the CPU/Sound Board & I/O Board in reset.  The watchdog must be fed at a rate of 250ms or faster.  The signal
used to feed the watchdog comes from the EPROM Bank select signal used to load U211.  The CPU has a timer
interrupt used as a heartbeat for the system this signal comes from counter U2. The clock for this counter is the
CPU Q CLOCK.  Clearing the timer interrupt is done by reading the DIP Switch.  The timer interrupt can be
observed at TEST POINT FIRQ. In normal operation "FIRQ" should be toggling at a rate of 976Hz.  

The I/O Interface CN1 is buffered by two (2) HC245 Chips.  The CPU’s reset line is buffered by Q10 and fed over
to the I/O through CN1.  An I/O strobe signal is feed through CN1-15 and is used to notify the I/O that a valid
address is being sent. 

Switches:
The Switch Matrix consists of eight (8) 2N3904 Transistors which pull one of 8 strobes ‘low’ to activate a Single

Column of switches. The Switch Return Signals are fed into CN7 [SWITCH ROWS] and are highly filtered and
compared to a 2.5v reference voltage.   The Switch Return Voltage must be below 2.5v to make a Valid Switch
Closure.  If false switches are appearing, check that none of the 2N3904 Transistors are permanently pulling the
strobe line low. Only one strobe from CN5 [SWITCH COLUMNS] should be low at any time.  CN6 [DEDICATED
SWITCH IN] is a Dedicated Bank of Input Switches.  Switches connected to CN6 are connected to ground instead
of a strobe and may be read at any time.

Plasma Interface:
The data path for communication to and from the Plasma Controller Board is 8 bits wide. There are separate

Input and Output Busses.  The Input Bus from the Plasma Controller to the CPU/Sound Board comes in on CN8
[PLASMA CONTROL]-Pins 3-10 and is fed into U200 for input to the CPU’s Data Bus.  Data going out to the
controller comes from the CPU’s Data Bus through U201 and onto CN8-Pins 11-18.  Status back from the Plasma
Controller comes in on CN8-Pins 22-26 and is fed into U202 for input to the CPU’s Data Bus.  Two control signals
that go out to the Plasma Controller are PRES [PLASMA RESET] and CN8-Pin 19 [PSTB - Plasma Strobe].  The
Plasma Reset is software controllable through U216/B and also has a test point "Plasma Reset".  The Plasma
Strobe Signal to the controller is generated from U216/A and is used to latch data into the Plasma Controller.

Sound Section:
The audio section consists of a BSMT SOUND CHIP U9 Sound (Voice) EPROMs (U17 U21 U36 U37) 68B09E

U6 and Sound Code EPROM U7.  The BSMT latches sound EPROM addresses in U13 & U12 for output to the
Sound EPROMs.  Sound Data from the EPROMs is read through U19 to the BSMT.  The EPROMs are bank
selected by U22.  When the BSMT has sound data to be played out to the speakers it loads 16 bits into a 16 bit
shift register made up of U24 & U23.  The data stream from the shift register is serially shifted into a stereo 16 bit
Digital to Analog Converter (DAC).  When the system is operating properly the ws (word select) input of the DAC
will be toggling.  The ws input is used to latch the right and left channel sound data into the DAC.  If the ws line is
not oscillating no analog signal will come out of the DAC.  The DAC outputs are a controlled current source.  These
outputs are converted to a voltage by an operational amplifier U30 to form the analog signal.  TEST POINTS AOR
and AOL are the outputs of the operational amplifier.  These outputs are then fed directly into three power
amplifiers (TDA2030A) or optionally into an analog volume control chip U35 for a potentiometer volume control.
The analog section has its own +5v & -5v derived from VR1 & VR2.  These separate supply voltages are for the
DAC U26 Operational Amplifier U30 and analog volume control U35.

Sound calls are made from the CPU’s 68B09E U200 to the sound section by latching data into U5.  The
sound section’s CPU 68BO9E (U6) reads in this data and handles the interfacing to the BSMT.

Other Test  Points:
E & Q - The CPU signals for both 68B09E processors. Should be at 2Mhz with Q leading E by 500 nsec.
24Mhz - The oscillator used for the BSMT & derivation of E & Q.
SND-FIRQ - The sound sections CPU interupt.
6Mhz - This clock is generated internally on the BSMT and is used for shifting the data samples into th DAC.

W6 Jumper - This jumper must be installed for games that use 8MB Sound EPROMs (U17 U21 U36 U37).  For
games which use 4MB Sound EPROMs this jumper is not installed but will operate on boards with W6 installed.
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